
SARP-LED
Construction:
•	 Steel housing and chassis
•	 Diffuser is white textured polycarbonate
•	 Optional alabaster acrylic lenses
Light Source:
•	 LED
•	 1E26 is a medium base socket for an LED bulb by 

others
Notes:
•	 Mounts to 3” round pole – fitter included
•	 Optional 4” square fitter available
•	 See supplemental spec sheet on website for pole 

options

ORDERING INFORMATION

•	 Replaceable Module 
•	 CRI > 80
•	 Universal 120/277 volt standard 
•	 5-Year Warranty on LED Components

Type:

Job Name:

Kelvin Finish Diffuser Options

2 3000K
3 3500K
4 4000K

B1 Satin Black
B2 Text Black
Z1 Satin Bronze
Z3 Text Bronze
W1 Yolk White
W2 Gloss White
W3 Text White
T4 Shimmer Gray
M13 Anod Silver
T6 Pewter
W13 Pearl Beige

Optional
(See Price List)

M17 Brass Powder

WTP White Textured
            Polycarbonate

Optional Lens Material
(See Price List)

WSA White Smooth Acrylic

-4”SQFTR 4” square slip fitter

                  Pole Options
        (see supplemental spec sheet
         on website and price list)

Example: SARP-16-LED-O4B-4-B1-WTP
SARP        
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Size LED

Watts Source 
Lumens Dimming Energy 

Star

16-LED 1E26 0 TRIAC/ELV NO

O4B 29 4000 0-10v NO
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