
Type:

Job Name:

      Model Cage Voltage Lamping Kelvin HousingFinish Backplate Finish Edge Lit Diffuser
SWLW-12-LED
SWLW-16-LED

U 120 - 277 5w   LED / 725lm
        

2 3000K
4 4000K

Optional
3 3500K
1 2700K

B1 Satin Black
W2 Gloss White
Z1 Satin Bronze
Z3 Text Bronze 
W1 Yolk
W3 Text White
B2 Text Black
T4 Shimmer Gray
M13 Anod Silver
T6 Pewter
W13 Pearl Beige

Backplate Finish
Same Match 
Housing
 Match Housing

Same Match Housing 
B1 Satin Black
W2 Gloss White
Z1 Satin Bronze
Z3 Text Bronze 
W1 Yolk
W3 Text White
B2 Text Black
T4 Shimmer Gray
M13 Anod Silver
T6 Pewter
W13 Pearl Beige

None  Only Backplate exposed
WFA White Frosted Acrylic
Rain Clear Rain Texture Acrylic
ADDRESS- Vertical Engraved Numbers

Options
39 J-Box with Knockouts
42 All Aluminum Construction

 21 Photocell - See Notes
       -01 120 volt

Address Option called out:
##### -Call out what numbers to be
                printed

Example: SWLW-12-LED-U-5W-2-B1-R1-WFA
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SWLW-LED
Construction:
• Steel housing and chassis
• Floating edge lit diffuser is a flame polished White 

Frosted Acrylic
• Optional diffuser available upon request
Light Source:
• LED
Notes:
• Mounts to standard J-Box with keyhole slots
• Optional Photocell (21)120v only
• Optional J-Box with knockouts for surface mount 

conduit (increases depth to 3 ½”)
• ADA Compliant
• UL and CUL listed WET location
• Optional edge lit Address numbers
• LED Components

28435 Industry Drive., Valencia, California 91355
West Coast Sales: 800-325-4448 /661-257-0286• fax 800-323-2346 /661-257-0201

East Coast Sales:  866-350-0991 • fax 866-490-5754
www.lightwayind.com • sales@lightwayind.com

ORDERING INFORMATION

• Replaceable Module 
• CRI > 80
• Universal 120/277 volt standard 
• 5-Year Warranty on LED Components

2"4"

12",16"

Shown with  Address Option 
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