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Lightway features a three-step handspun ring that beautifully complements the White 
Smooth Acrylic bowl, bringing a modern aesthetic to your space. Available in diameters of 24 
inches, 36 inches, and 43 inches, these fixtures offer extensive customization options. Choose 
from various stem styles, mounting heights, and advanced features, including a concealed 
infrared occupancy sensor and an integral battery backup.

The pendant bowl light fixture masterfully combines elegance and functionality, delivering 
evenly diffused light to create a warm and inviting ambiance



Kelvin Cage Finish Diffuser Options
1 2700K
2 3000K
3 3500K
4 4000K
5 5000K

B1 Satin Black
B2 Text Black
Z1 Satin Bronze
Z3 Text Bronze
W1 Yolk White
W2 Gloss White
T4 Shimmer Gray
M13 Anod Silver
T6 Pewter
W13 Pearl Beige

Optional
(See Price List)

M17 Brass Powder
P9 Brushed Nickel

WSA White Smooth Acrylic             (Suspension Systems)
           Please list Please list OOver ver AAll ll HHeighteight
1SLM45 -Single Stem 45 degree swivel
AC-STEM - Extends over all height

DIM LED dimming driver (0 - 10v)  

OCCHFA   Concealed Occupancy Sensor
See Sensor Resource Sheet

        Battery Backup Options
         (Available with 0-10v  only)
BB10  10 Watts (1170lm) for 90-Minutes

Example: FERH-24-LED-O8C-4-Z1-WSA-1SLM45-24” OAH

FERH-LED
Construction:
• Spun 3-step steel pan
• Diffuser is white smooth acrylic
Light Source:
• LED
• Dimming to 10% Included
Notes:
• Keyhole slots for standard J-Box installation
• Optional battery backup
• Single stem (1SLM45) suspension with 45-degree 

swivel with a field adjustable stem. 
• Build America, Buy America Act Compliant 
• UL and CUL listed DAMP location

ORDERING INFORMATION

• Replaceable Module 
• CRI > 90
• Universal 120/277 volt standard 
• 5-Year Warranty on LED Components

Type:

Job Name:

FERH-24-LED
Height  - 15-1/2“
Width - 24”
OAH  - 24” 
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Size LED

Watts Source 
Lumens Dimming Energy 

Star

24-LED L1A 36 4000 0-10v NO

O8C 72 9680 0-10v NO

� 24"

7 1/2"

15  1/2"
8"

See FERC 
Companion



Kelvin Cage Finish Diffuser Options
NL 

Lamps 
provided 
by others

B1 Satin Black
B2 Text Black
Z1 Satin Bronze
Z3 Text Bronze
W1 Yolk White
W2 Gloss White
T4 Shimmer Gray
M13 Anod Silver
T6 Pewter
W13 Pearl Beige

Optional
(See Price List)

M17 Brass Powder
P9 Brushed Nickel

WSA White Smooth Acrylic             (Suspension Systems)
           Please list Please list OOver ver AAll ll HHeighteight
1SLM45 -Single Stem 45 degree swivel

AC-STEM - Extends over all height

Example: FERH-24-4e26-NL-Z1-WSA-1SLM45-24” OAH

FERH-E26

Construction:
• Spun 3-step steel pan
• Diffuser is white smooth acrylic
Light Source:
• Incandescent socket base 
• Lamps provided by others
Notes:
• Keyhole slots for standard J-Box installation
• Single stem (1SLM45) suspension with 45-degree 

swivel with a field adjustable stem.
• Utilization of Smart Lighting technology, lamps 

by others 
• Build America, Buy America Act Compliant 
• UL and CUL listed DAMP location

ORDERING INFORMATION

Type:

Job Name:

FERH-24
Height  - 15-1/2“
Width - 24”
OAH  - 24” 
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� 24"

7 1/2"

15  1/2"
8"

See FERC 
Companion

SizeSize Sockets Watts Lumens Dimming
Energy 

Star

FERH-24 4E26 TRIAC

TRIAC
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